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Neon NF1516D
10W/m 24V DC IP66 Rated Flexible Strip with Dual Directional Bend

Product Attributes

Product Features

Dimensions (mm) 
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Technical Characteristics Based on NF1516D4-1000-LT

Input Voltage 24V DC

LED Power 10W per metre

LED Type SMD

LED Lumen Output 750 lm

Colour Temperature 3000K | 4000K | Blue

Colour Technology CRI 90+

Colour Deviation SDCM ≤ 3

Lifetime 50,000 hours

LED Pitch 120 LEDs per metre

LED Cutting Increment 50 mm

 

 

General Characteristics

Category Strips & Extrusions

Family Neon

Surface Ceiling  | Floor | Wall

Mounting Surface Mounted

Ingress Protection IP66

To configure this LED strip, please visit

trendlighting.com.au/product/neon-NF1516D

•  Flexible strip characterised by its neon like appearance, 
dual directional bending and IP66 rating, allowing for 
light continuity and uniform lighting distribution

•  Can be secured with stainless steel clips or mounted 
in an aluminium profile

•  CRI 90+ available in 3000K, 4000K and Blue CCT 
options

Scan to explore 
NF1516D online

Physical Characteristics 

Dimensions (LxWxH) 1000 x 16 x 15 mm

Max. Reel Length 5000 mm *

* Custom lengths available

Product Code Colour Temperature Colour Technology Length * Accessories ** Driver

NF1516D 3 (3000K) (CRI 90+ Standard) 1000 (1000 mm) ALP (Aluminium Profile) LT (Leading & Trailing Edge)
4 (4000K) XXXX (Custom) SSC (Stainless Steel Clips) DALI (DALI)
BL (Blue)

Order Code  NF1516D4-1000-LT *   Custom lengths available
**  Optional accessories

Accessories Dimensions (mm)
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 Aluminium Profile Stainless Steel Clip
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Neon NF1516D
10W/m 24V DC IP66 Rated Flexible Strip with Dual Directional Bend

To configure this LED strip, please visit

trendlighting.com.au/product/neon-NF1516D

Scan to explore 
NF1516D online

Product Code Colour Temperature Colour Technology Length * Accessories ** Driver

NF1516D 3 (3000K) (CRI 90+ Standard) 1000 (1000 mm) ALP (Aluminium Profile) LT (Leading & Trailing Edge)
4 (4000K) XXXX (Custom) SSC (Stainless Steel Clips) DALI (DALI)
BL (Blue)

Order Code  NF1516D4-1000-LT *   Custom lengths available
**  Optional accessories

ALP
Aluminium Profile

SSC
Stainless Steel Clips

Accessories **
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